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Health and Safety Symbols Legend
‘ INDICATES A RESIDUAL RISK
REQUIRING A COMPULSORY ACTION

INDICATES A RESIDUAL
RISK FOR INFORMATION

INDICATES A RESIDUAL RISK
REQUIRING A PROHIBITIVE ACTION

INDICATES A RESIDUAL
RISK AS A WARNING
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EXCAVATED PAVEMENT MATERIALS MAY CONTAIN TAR. THE CONTRACTOR IS TO TAKE CORE SAMPLES TO
TEST FOR TAR IN THE INDIVIDUAL CONSTRUCTION LAYERS FROM THE MAIN LINE CARRIAGEWAY PRIOR TO
THE COMMENCEMENT OF WORK. TESTING IS TO BE DONE BY A LABORATORY WITH UKAS
ACCREDITATION FOR SPECIATED PAH TESTING USING GC-FD OR GC-MS. A PHENOL ANALYSIS IS ALSO
REQUIRED

DIRECTION LIMITS:

PAH: 1PPM
PHENOL: 0.1MG/KG

IF TAR IS DETECTED THE CONTRACTOR IS TO INFORM THE ENGINEER IMMEDIATELY, REGARDLESS OF
LEVELS, TO ADVISE ON SAFE MATERIAL HANDLING AND REMOVAL.
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THERE IS A POTENTIAL FOR UNKNOWN/UNMAPPED ABOVE
GROUND AND UNDERGROUND SERVICES WHICH COULD
PRESENT A HAZARD. ERRORS MAY ALSO BE PRESENT IN
RECORDS/MAPPING. THE CONTRACTOR SHALL DETERMINE
THE PRESENCE OF EXISTING SERVICES BEFORE
COMMENCING WORKS.
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